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BILL OF QUANTITIES FOR TOILET BLOCK WORK 

Sr No. Item Description

PARTITIONS AND ASSOCIATED WORKS

Restroom Cubicles
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Make Floors Quantity Unit
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Price
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Amount

Toilet  Cubicle with standard dimension of 1657mm Height x 
1000mm Width x 1500mm Depth, which includes 600mm door size 
width).

Size of every cubicle of this model has to be installed as per 
standard dimensions in the drawings to maintain the 
proportions and aestheics of design.

Toilet  Cubicle I-Shape (Front Partition) with standard dimension of 
1657mm Height x 1000mm Width  which includes 600mm door 
size width). 
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Cocoon 
Collection- 

Surf-In 
Model Of 
Greenlam 

Sturdo

“Providing & fixing Greenlam Sturdo Cocoon Collection- Surf-in 
Restroom Cubicle (of  following standard dimension which includes 
600mm door size width) self-supporting 12mm thick compact 
laminates made out of, urea free, thermosetting phenolic resins 
treated Kraft papers as core material and Amino plastic resin treated 
decor papers on the finish surface, conforming to latest and 
applicable IS: 2046-1995, EN 438:2016 and NEMA LD3-2005 quality 
standards with Antivirus, Antibacterial and Antifungal properties 
(conforming to ISO 21702:2019, JIS Z2801:2010 and ASTM G21-2015 
standards respectively) to fulfil the applicable requirements of 
indoor air quality certifications for Greenguard-Gold standards. 
 
Mid and End Panels are  designed in Surfing board Themes with 
Digitally printed CNC cut out made from 12mm thick compact 
laminate (6 Theme Options). 
 
This also includes providing and fixing in position necessary 
hardware made out of Stainless steel (Grade 316) as per 
manufacturer’s specifications & Architects instructions like (1) Door 
Knob, (2) Spring Loaded Hinges (3) Slide Bolt with Occupancy 
indicators, (4)  Coat hook (5) U-Channels, (6) Adjustable leg ( Mid 
Panel Mounted) (7) Noise deafening tape, (9) Screws & wall Plugs. 
All screws also will of 316 Grade in stainless steel.  All pilasters are 
supported by Metal  Leg [ Straight Leg made out either only SS 
Brush finish /With SS with black powder coated] . The base of the 
stainless steel bottom  will be anchored to the floor with a clearance 
height upto 150mm.”     


